
Nomial Voltage

Approx Weight

Max. Discharge Current
Internal Resistance

Operating Temp.Range

Nominal Operating Temp. Range

Self Discharge

Terminal

Container Material

2V 

Specification

Cycle Use

Standby Use

Capacity affected by 
Temperature

103%
100%
86%

Nomial Capacity(10HR) 2000AH 

Dimension

Length
Width
Container Height
Total Height (with Terminal)

Rated Capacity

   

Application

Approx 0.27 mΩ

Approx  117.5 kg ( 259.04 lbs)

s

Note The above data are average values, and can be obtained with 3 charge/discharge cycles. These are not minimum values. 
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GE2000-2   2V2000A

GE SERIES-Telecom Battery
H

ISO
9001

ISO
14001

OHSAS
18001

(20hr,1.80V/cell,25℃/77℉)
(10hr,1.80V/cell,25℃/77℉)

(5hr,1.75V/cell,25℃/77℉)
(3hr,1.75V/cell,25℃/77℉)
(1hr,1.60V/cell,25℃/77℉)

Discharge : -15 50℃ (5 122℉)
Charge      :    0 40℃ (32 104℉)
Storage     : -15 40℃ (5 104℉)
25 3℃ (77 5℉ )

40℃    (104℉)
25℃    ( 77 ℉ )
0℃      ( 32 ℉

Initial Charging Current less than 600.0 A.Voltage 
2.35V~2.45V at 25 ℃(77 ℉)Temp. Coefficient -5mV/℃

No limit on Initial Charging Current Voltage 
2.24V~2.28V at 25 ℃(77 ℉)Temp. Coefficient -3mV/℃

 )
     

at 25℃(77℉) and then a freshening charge is required. 
JYC GE series battery may be stored for up to 12 months

For higher temperatures the time interval will be shorter.  

Constant Current Discharge (Amperes) at 25 ℃ (77℉)

Constant Power Discharge (Watts) at 25 ℃ (77℉)

ABS
T5

Telecommunications
Solar system
Wind power system
Engine starting
Wheelchair
Floor cleaning machines Golf 
trolley
Boats

16000A (5s)

 
 
 
 
 

2100.0 AH/105.0A
2020.0 AH/202.0A
1705.0 AH/341.0A
1506.0 AH/502.0A
1288.0 AH/1288.0A

Http://www.jycbattery.

 341 

3mm (19.29 inches)
3mm (13.78 inches)

490 

350
 

 382
3mm (13.42 inches)
3mm (15.04 inches)

com

JYC BATTERY MANUFACTURER CO.,LTD. GE2000-2 (2V2000Ah)

End 15min 30min 45min 1h 2h 3h 5h 8h 10h
1.60V 2610 1501988 6 1233 823 568 361 252 211

801 554 358 250 1.65V 

1.70V 777 539 354 248
210

751 522 349 245 1.75V 

1.80V 723 504 342 241

End 15min 30min 45min 1h 2h 3h 5h 8h 10h
1.60V 4819 3757 2859 2176 1612 1116 720 505 424
1.65V 716 502
1.70V 710 499
1.75V
1.80V

2430
2239
2028
1807 153

165
17
1880

70
7
8

1451
1393
1330
1265

1205
1173
1140
1104

208
206 

203

4587
4260
3898
3493

3599
3407
3217
3010

2785
2691
2592
2477 238

23
22
2331

78
38

5

1572
1529
1484
1434

1092
1064
1037
1005

4
422
20

41
417

3
703
692

496
489

4h
430
425
418
409
399

4h
852
844
831
819
803



This information is generally descriptive only and is not intended to make or imply any representation, guarantee or warranty with respect to any cells and batteries. Cell and battery designs/
specification are subject to modification without notice. Contact JYC for the latest information. 
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JYC GE BATTERIES
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Dimensions 

Cycle Life in Relation to Depth of Discharge

Temperature Effects in Relation to Battery Capacity

Discharge Characteristics

Self Discharge Characteristics

Effect of Temperature on Long Term Float Life

Float Charging Characteristics
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No sup plemen tary cha rge req uired
(Carry o ut supp lementa ry charg e before  use if 100% capacity isrequired.)

Supplem entary c harge re quired b efore us e.Optio nal cha rging w ay as below:
1.Charg ed for a bove 3 days at  limted current  0.25CA and constant v olatge 2 .25V/cell.
2.Charg ed for a bove 20 hours a t limted  current  0.25CA and constant v olatge 2 .45V/cel l.
3.Charg ed for 8 ~10hou rs at lim ted curr ent 0.05CA .

Supplem entary c harge m ay often  fail to r ecover the cap acity.
The bat tery sho uld nev er be  left  standin g till thi s is rea ched.
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GE2000-2   2V2000AH

GE SERIES-Telecom Battery

 

                 

Number o

C
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Testing condition
Discharging:current 0.17C (FV 1.7V/cell);
Charging:current 0.25C max, voltage 2.45V/cell;
Charging volume:125% of discharged capacity.
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Ambient Termperature:
25oC (77oF) 

JYC BATTERY MANUFACTURER CO.,LTD.

Http://www.jycbattery.

GE2000-2 (2V2000Ah)

com
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